**1 – Lovibond® Model Fx Quick Start**

Contents:
- Lead Set
- Mains Power Adaptor
- 5 ¼” Cell
- 1” Cell
- 10 mm Cell
- Conformance Standard
- Model Fx

**2 – Lovibond® Model Fx Quick Start Guide -**

- Connect to a power supply
- Switch on the instrument
- Check the sample chamber is empty
- Press the Zero key
- The instrument will perform a Zero
- The screen will show no values
- Insert the sample in the sample chamber
- Press the Test key
- The instrument will perform a test
- The results will show on the screen
- For detailed instructions on setting the instrument refer to the User Guide
**Kit Contents**

<table>
<thead>
<tr>
<th>Instrument</th>
<th>Lovibond® Model Fx</th>
</tr>
</thead>
<tbody>
<tr>
<td>External 12V Universal Power Supply</td>
<td>•</td>
</tr>
<tr>
<td>Set of Leads (UK, EURO and USA)</td>
<td>•</td>
</tr>
<tr>
<td>5½” Cell</td>
<td>•</td>
</tr>
<tr>
<td>1” Cell</td>
<td>•</td>
</tr>
<tr>
<td>10 mm Cell</td>
<td>•</td>
</tr>
<tr>
<td>Conformance Standard</td>
<td>•</td>
</tr>
</tbody>
</table>

- Included in Kit